
Usage Guide for CombiFlash 
Caps and Cartridges
For use with: Rf, Rf4X, Rf UV-VIS, Rf75, 
Companion, Companion 4X, SG100c, Retrieve

Table 1: Adjustable Caps & Cartridges for use with: CombiFlash Rf 200 PSI, Rf4X, Rf UV-VIS 
(0-200 PSI), & Rf75 (0-75 PSI)a

Size
Caps Sleeve Cartridge

Part # Description Part # Part # Description
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65g cartridge. Pkg of 12.

Adapter
part #209-0094-09
For use with the 
RF75 only.

 Install on the end 
of the Luer-Loc 
fitting and screw 
into the cap on 
top of the column.

Chromatography Technical Note
TN13

Flange
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Chromatography Technical Note TN13

a. The Rf75 requires a connection adapter, part #209-0094-09, included in Rf75 Accessory Package, part #60-5239-009 (see right column).
b. 5g cap shown; 25g cap looks the same, only larger.

Table 2: Caps for use with:
CombiFlash Companion, Companion 4X, SG100c, Retrieve (0-50 PSI)

Size
Caps Compatibility

Part# Description Companion 4X XL SG100c Retrieve

5ga 60-5214-023
Non-adjustable
Tubing connection 

is 1/4”-28 thread.

b

yes

yesd

yes

25gc 60-3877-061 yes

5ga 60-5237-008

Adjustable
Tubing connection 

is 1/4”-28 thread.

b

yesd

25gc 60-5237-009

yes

65g 60-5237-010 yesd yesd

a. Any 5g cartridge will work with this cap (see cartridge table).
b. 5g cap shown; 25g cap looks the same, only larger.
c. Any 25g cartridge will work with this cap (see cartridge table).
d. Will fit but not typically used with this unit.
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Table 3: Cartridges for use with:
CombiFlash Companion, Companion 4X, SG100c, Retrieve (0-50 PSI)

Cartridge Compatibility

Part # Description Companion 4X XL SG100c Retrieve

69-3873-140 5g cartridge without locking tip.
Pkg of 30.

yes

yes

yesa

yes

69-3873-217 5g cartridge w/ locking tip. Pkg of 30.

yesb

69-3873-235 5g cartridge w/ locking tip.
Pkg of 30. Thicker flange than other cartridges.

69-3873-163
25g cartridge without locking tip.
No longer available. yes

69-3873-220 25g cartridge w/ locking tip. Pkg of 30

yesb

69-3873-240 25g cartridge w/ locking tip.
Pkg of 30. Thicker flange than other cartridges.

69-3873-225 65G cartridge. Pkg of 12. yesa yes yesa

a. Will fit but not typically used with this unit.
b. Requires adapter, part #60-5239-007

Non-locking tip

Threaded lock

Threaded lock

Thick flange
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